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Abstract 
It is illustrated how camplex crack growth problems can be mod-
elled in a simple way by introduetion of a single additional length-
scale parameter. Tbe principle is illustrated an slow crack growtb 
in viscoelastic materials, an stochastic modeiling af fatigue crack 
growth, and an modeiling af the stochastic fracture af concrete. 
l. Introduetion 
Dsually fracture mechanical models are based on linear elasticity and assumptions like 
straight cracks and homogenous and isotropie material. Even though same models might 
take local yielding and anisatropie effects into account, there is a large gap between 
the model world and reality where the cracks might be very irregular (see figure 1), the 
material might be inhomogenous with grains, inclusions, micro-cracks and initial stresses, 
and where the material response might be non-linear and time dependent. 
It seems like a formidable task to try to model such effects. Fortunately it turns out, 
t hat same of the complicated relationships between the camplex material micro-s trueture 
and the overall response is modelled quite well by simple models. It is illustrated, that 
by introduetion of an extra material parameter into a crack theory, quite complicated 
phenomena can be modelled reasonably well. Three examples are given, slow crack 
growth in a viscoelastic material, fatigue crack growth in metals, and finally modeiling 
of the stochastic fracture of concrcte. 
2 
Figure l Intergranular cracking in a copper specimen (af-
ter Berenbaum et all [1]). 
2. Slow Crack Growth in Viscoelastic Materials 
It is well known that for materiais like wood, concrete and plastics, the fracture process 
might be time-dependent. For instance, it might be observed that if a conslant load is 
applied to a specimen, the specimen might only beable to resist the applied load a certain 
time. Much experimental work has been done in this area. One of the best known works 
is probably the investigations for determination of the long term strengt h of wood, Wood 
[2]. However slow crack extension under constant load might also be observed directly, 
M u eller et al [3] . 
Phenomena like reduced long term strength and slow crack growth under constant exter-
nalloads might begaverned by viscoelastic effects or by stress corrosion (environmental 
effects). However, only viscoelastic effects will be assumed to be present. Furthermore, 
it is assumed that the state of stress araund the crack tip is approximately plane stress , 
pure mode I , and that the viscoelastic response can be modelled by linear viscoe!asticity 
using a single creep function J( t) only (constant Paisson ratio). 
ln this case, it can be shown, Brincker [4] that the local crack tip fields can bedeseribed 
by two mode I crack tip parameters, the stress intensity factor I< I well known from 
elastic fracture mechanics, Hellan [5] and a deformation factor D I. It can be show n, t hat 
if the loads are preseribed (pure stress boundary va!ue problem) and constant in time, 
(a) 
Fi~ure 2 S!ow crack growth in a Iinearly viscoelastic ma-
tenal 
then the solution for a stationary crack (crack extension speed v= O) is 
a = u = 4Dr(t) h V?; 
3 
(l) 
where a is the normal stresses in the crack plane u is the k . 
nate measuring the distance from the k f ' crac opemng, and x is a coordi· 
I< r is simply th r h crac 'P.' see figure 2.b. The st ress intensity factor 
e same as .or t e cerrespond l f bl factor DI(t) is given by mg e as Ic pro em, and the deformation 
(2) 
where J(t) is the creep function corresponding to 1/ E w h E. Y< 
the crack has been stationary since the loading of the . ere IS _oungs modulus. lf 
time since the application of the loading, and i f the cra:~~::n, the t i m~ t i~ simply t_he 
stage, then t is the time since the crack became t t" een extendmg m an earller s a wnary. 
1f the crack is extending (crack extension speed v > O) t h t h . is en e correspondmg solution 
a = (3) 
where D I(D+) is the initial val u e of the deformation factor D I(O+) = I< J/ E. 
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In classical fracture mechanics the crack extension eriterion is given by 
Q = Qc (4) 
where the state parameter Q is defined as the derivative af the total potential energy II 
with respect to the crack length Q = -8II/ 8a = KJ/ E, and where Q c is a strengt h 
parameter associated with the energy needed to create a newsurface by a fracture process. 
In Iinearly viscoelasticity no potential energy is defined, and therefore, a definition of a 
corresponding state parameter is not straight forward. If however, the energy needed 
to form a new surface by a fradure process is still taken as a material property, then, 
by assuming isathermal conditions and using the principle af energy conservation, a 
corresponding crack extension criteria can be derived, Brincker [6] 
(5) 
The solutions (1), (2) and the crack extension eriterion given by (5), form the simplest 
possible basis for a model af slow crack propagation in viscaelast i c materials. Purthermore 
the equalions does not vio!ate any basic equations like the equilibrium equations or the 
thermodynamical equations. 
U nfort unately, the solutions does not form an applicable basis for modeiling s! o w crack 
growth. A model based an these equations only will simply not work. Assuming that 
Q(O+) < 9c, i.e. the crack tip is stationary and ass uming that after same time !:li the 
crack has opened so much that the crack extension eriterion is satisfied Q(!:>t) = Qc, 
the crack will start to run. According to eq. (3) however, the deformation factor D 1 is 
reduced to its initial value at the very moment the crack starts to grow. Therefore, one 
have a dilemma: as soon as the crack extension eriterion is satisfied and the crack starts 
to grow, lhe crack tip deformation field is changed, and the crack extension eriterion is 
no longer satisfied. The derived equations do neither allow the crack to grow nor to be 
stationary. 
The reason is that the model is to simple. The equations are in agreement with the basic 
continuum mechanical equations, but do not form a suffi cient basis for modeiling the 
crack growth process. The problem can be solved in different ways. 
One way is to use a non-linear theory. If a suitable non-linear theory is used, the local 
stress field will be non-singul ar, the non-smooth transition from stationary dispiacement 
field to the dispiacement field of a running crack will vanish, and the dilemma will be 
gane. It is extremely more difficulthowever to model the problem by non-linear fraelure 
mechanical models in the viscoclastic case. It has been t ri ed by man y researchers, and di f-
feren t models have been proposed, Shapery [7] , McCartney [8], Nielsen [9] . The problem 
with these models is that the description of the non-linear viscoelasticity is uncertain, 
and that no simple crack extension criteria in agreement with basic thermodynamical 
laws can be formulated. 
A mucb simpier approach is just to add one more material parameter to the above 
established formulas . One could simply assume that tbe crack extends in steps with the 
Log lO E-o 
o 
Sheet thikness 1/32 in 
2h = 13/8 in 
E-oh ' 
2h1 
t: o hl 
-2L_ __ L_ __ L_~ __ _J __ _J __ _J __ ~ 
-7 -6 -5 -4 -3 -2 -1 D 
Log 10v (in/min, 0°c) 
Figure S Experimental and theoretical results for slow 
crack growth in the infinite strip. Experimental results by 
M u eller et al [3]. Analytical results after B rineker [22] 
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length !:la. It eau! d be loaked upon as s simple way af modeiling the faet that materiais 
are not continua, but are discretized into building stones at same level. At some level 
the material behaviour is not gaverned by average properties, but by local properties of 
grains, micro-cracks, fibers ar atoms. It might therefore be reasonable to assume, that 
if the crack tip maves, it maves at least the size of one typical building stone. This step 
length is modelled by in t rod uction af the length parameter !:la. 
Once this parameter is defined, a simple and complete model is formed. At each stage 
of the fradure process, the time !:>t spent in each position is obtained by equation (l) 
and (5), and the velacity af the crack is simply given by 
v 
!:la 
!:>t 
(6) 
The model works quite well. In figure 3 theoretical results are compared with measure-
ments on a rubber material made by Mueller et al [3] . The creep function was also 
measured by Mueller. The model was only calibrated by fltting the parameter !:la which 
was found to !:la = 30J!., Brincker [22] . 
3. Stochastic modeiling of fatigue crack growth 
The idea introduced in the preceding section of using a single crack lengtb parameter 
to model the camplex micro-level mechanics af a material, is now used to formulate a 
simple stochastic model of fatigue crack growth. 
6 
The length parameter is introduced by assuming that the crack growth process is a 
discrete Markov process with the states 
aj = ao+i6.a; j=0,1,2, ... (7) 
where a is the crack length . If viswelastic effects are excluded, the materlal itself does 
not have any memory, and therefore in principle the Markov assumption is valid. One 
can discuss of cause which parameters should be inelucled in the state vector. If one 
would like to describe more complicated phenomena like acceleration and deceleration, 
some additional state variables like for instance the elosure stress or the effective stress 
intensity factor width could be included, Schijve [10]. In this case however, only the 
simple case of constant amplitude loading will be considered. 
The crack is assumed only to move one step at a time. Therefore, in a given position 
there is only two possibilities each time a load cycle is applied: 
A : the crack propagates 6.a 
B : the crack does not propagate 
(8) 
In each state therefore ane have just a simple coin tossin g problem completely deseribed 
by the transition probability P{A} = q. The number of load cycles 6.N the crack 
can resist befare it propagates is a stochastic variable known to follow a geometrical 
distribution, Papoulis [11] 
E[6.NJ and q 
1-q 
Var[6.NJ = --q2 (9) 
One can imagine that the stochastic variable 6.N is generated by an unknown stochastic 
system 6.N = S( a, loading, geometry, et c) . However som e information o n the expec-
tation of the variable is known. Using the Paris equation 
da 
d N 
(lO) 
where 6.K is the stress intensity factor range and C and m are the Paris constants , a 
simple equation is obtained for the expectation of the stochastic variable 6.N 
6.a 
E[6.N] = C6.Km 
or from (9) the transition probability is found to 
q 
--- -- -----· -- -- -- ·--- -· . -· ··- - . 
(11) 
(12) 
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The above derivation can be loaked upon as a simple way of estimating the transition 
probabilities in a Bogdanalf model, Bogdanalf and Kozin [12]. The ad vantage of having 
a model, as deseribed above, instead of a usual Bogdanalf model is, that instead of 
estimating the transition probabilities in each crack position as independent variables, 
only one parameter has to be estimated. Furthermore, the inftuence from the geometry 
and the loading conditions is directly established, and therefore, results can easily be 
transferred between different specimens. This is not the case for usual Bogdanoff models. 
Now let the state j = c denote the final critical state where the static crack extension 
eriterion is satisfied, see eq. (4), and let N denote the total number of cycles to reach 
the final state 
N (13) 
It is e as il y verified t hat taking the expectation of N and replacing the sum by an integral, 
the same result is obtained as when integrating Paris' equation directly. Besides an 
analytical result for the variance can bederived by the model. Assuming that q<< l , 
and replacing the sum by an integral, the foliowing general expression for the variance 
can be derived, Gansted et al. [13] 
(14) 
For instance for the infinite sheet where 6.K = 6.afo the following simple result is 
obtained 
Var[NJ ao 6.a 
1J m-l 
where {o is the initial expected crack growth rate /o 
equation for a = a 0 . 
(15) 
da/ dN calculated by Paris' 
In ligures 4 and 5 theoretical and experimental results for a mild steel are compared, 
Gansted [14]. The theoretical model is calibrated by litting 6.a to give the right final 
variance. The value was found to 6.a = 0.055 mm. It is seen that the average prop· 
agation rate is underestimated by the model in the final stage where the specimen is 
close to static fracture. This is believed not to have anything to do with the basic ideas 
of the model presented here, but is probably due to the faet that the Paris equation 
is underestimaling the crack growth rate close to static fracture. Note that the model 
concept allows the use of any crack growth equation. For instance, other well known 
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Figure 4 Crack length as a function of number of load 
cycles. Experimental results after Gansted [14] 
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Figure 5 Crack length as a function of number of load 
cycles. Results simulaled by the model. After Gansted [14] 
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Figure 6 Simulated and experimental results for the vari -
ance of the number of cycles required to propagate the crack 
to a certain length a as a function of the crack length a . 
After Gansted [14] 
20 
9 
[~h.] 
crack growth equations like the Forman equation, Gurney [15], could have been used to 
take account of fradure toughness effects. 
In figure 6 is shown the theoretical and experimental variance as a f u netion of the crack 
!ength. The theoretical variance was found by simulation. It is seen that the presented 
model give to much variance in the beginning. This is only natura! since to much of the 
variance is modelled by local disturbances and that no spatial corre!ation is taken into 
account. In most be kept in mind however that the model is extremely simple. Note for 
instance that to make Paris' law stochastic would require 3 addition parameters in the 
general case. A better modeiling could be archived by aliawing the crack to jump more 
than step at a time. One would expect that this would give a more slowly development 
of the variance. 
4. Modelling of the stochastic fracture of concrete 
During the last 10-15 years the fracture mechanics of inhomogeneous and quasi-brittie 
materials like concrete and rock has been intensively studied, and new analysis tools have 
been developed, [16], [17] . 
One of the most well established models for concrete fracture is the Hillerborg model 
where the behaviour of the material in the fracture zone is modelled by a stress-crack-
lO 
9000 
8000 
7000 . 
--- measurements 
---- --simulations 
100 150 200 250 300 350 
Dispiacement [m E-6] 
Figure 7 Typical result comparing experimental force-dispiacement 
curves with force-dispiacement curves simulated by a Hiller-
borg model with bi-linear stress-crack-opening relation 
400 
opening (<7- w) relation and the material outside the fracture zone (the bulk response) 
is modelled by linear elasti city. Quite good results can beo b tained by using simple <7- w 
relations like a bi-linear relation. Figure 7 show a typical result for description of the 
load-dispiacement (F- u) relation for an un-reinforced concrete beam . The beam was 
tested as a part of a larger experimental investigation of size effects in un-reinforced 
concrete beams, Ulfkjær and Brincker [18], and the theoretical resu!ts were obtained by 
simulation using the so-called direct substructure method, Brincker & Dahl [19] . 
The tigure illustrates a typical observation, namely, that the average response seems to 
b e well des c ri bed by the Hillerborg model, and t hat a large part of the deviation from the 
response predicted by the model seems to be random. It would therefore be interesting 
to be able to model the random effects and by such a model be able to predict for 
instance how the variance of the ultimate load depends on the beam size. Only a few 
attempts have been made to formulate stochastic models for concrete fracture although, 
som e more complicated models like modelsbasedon Stochastic Fini te elements have been 
formulated, Elices & Pianas [20] . 
In this section some preliminary results will be given illustrating the possi bilities of 
modifying the Hillerborg model to incorporate stochastic response. 
For normal size beams, the size of the fracture zone, the size af the maxim um aggregate, 
and the depth of the beam are all camparable quantities, the maximum aggregate size 
being sarnewhat smaller than the two at hers. T his implies, t hat a simple approach li k e in 
the two preceding sections is not sufficient - a more detailed description will be needed. 
-'-· __ . __ , 
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A simulation model is established by assuming the fracture energy Q F to be a 2D random 
field over the beam cross section. The fracture energy is the area under the <7-w relation . 
It is assumed that the shape of the <7- w relation is constant, and that the stresses for a 
given crack opening dispiacement are proportional to the fracture energy. This implies , 
that the fracture energy and the tensile strengthare completely correlated. 
The fracture energy field is assumed to be deseribed as white noise filtered trough a 2D 
isotro pie, symmetrical 2nd-arder fil ter 
(16) 
where x, y are the cross section coordinates, G FD is the mean val u e af the fracture 
energy, '*' denates convolution, e(·,·) is a zero mean Gaussian white noise field with 
zero variance outside the cross-section, and h'( ·), h'(·) are the symmetrical impulse 
response functions for a second arder system with ane degree af freedom. In time domain 
formulations distinction is made between the future and the past , and the normal non · 
symmetrical (causa!) response function h(t) is used. In a spatial formulation no such 
dislinetion can be made, and therefore, the corresponding symmetrical response f u netion 
h'(t ) =(h( t)+ h( -t))/2 is used. 
The 2D filter is defined by its spatial eigenfrequency and damping ratio. The damping 
ratio is choosen as ( = l , and the spatial eigenfrequency is taken as 1/ p, where p is a 
characteristic length describing the spatial correlation. In practice a discrete model must 
be used to match the discrete direct substructure model. In the substructure method 
a rather course discretization is aften used with only 10 or 20 nodes over the cross 
section. Therefore, care must be taken in arder not to let the coarse discretization have a 
direct inftuence on the statistical properties of the simulated fracture energy field. This 
can be done using a simulation method that preserves preseribed covariance properties 
irrespedible of the discretization. 
Covariance properties can be preserved using an ARMA (2,1) model. In a non-symme-
trical (causa!) formulation in ID the fracture energy field QF(iflx) = GFo +g; where 
g; is given by 
g;= <li1gi-J + >l>2gi-2 +e;- Ge;-1 (17) 
where the Auto Regressive parameters <li1, <li2 and the Maving ave rage parameter 8 
depends an the spatial frequency 1/ p, the damping ratio ( and the discretization step 
flx . Analytical solutions might be found in Pandit & Wu [21]. In practice the field is 
simulated using a 2D symmetrical ARMA (2,1) model by applying the non-symmetrical 
simple 1D ARMA (2,1) model (17) from all four sidesofa 2D w hitenoise field. Afterwards 
the variance A af the fraelure energy field is adjusted to the preseribed value. 
This model incorporates two parameters: the characteristic length p and the variance 
A af the fracture energy field. Figure 10 shows a simulation af the fradure energy 
field for a square cross section with side length a and the relative characteristic length 
r= p/a= 0.25. 
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Figure 8 Experimentalload-displacement curves for a 100 
X 100 mm beam section (length = 800 mm) with a max-
imuro aggregate size of 8 mm. Experimental results after 
Ulfkjær and Brincker[18] 
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Figure 9 Simulated load-dispiacement curves for a 100 x 
100 mm beam section (length = 800 mm) with a character-
istic length of 25 mm. For this case the variance A of the 
fradure energy w as choosen such t hat .J>.= y JO /2 
Figure lO Typical result for simulated fradure energy field 
for ( = l 
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Simulation results show a strong size effect on the variance o n simulated load-di spiacement 
curves. If the "material parameters" p and A are kept constant, a signiiita nt increase of 
the variance was observed when the specimen size was decreased. Some typical results 
are shown in figures 8 and 9. 
No attempts have yet been made to calibrate the model or compare the model with 
experimental results . If the results of themodel are in good agreement with expe riments, 
then one could hope that the correlation length p is related to the maximuro aggregate 
size and that the variance A is related to the difference between mortar strength and 
aggregate strength. 
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Timher as a bu.ilding materialis a composition of clear wood and knots. Knots have a 
major influence on the mechau.ical properties of timber. The bending strength of 
cross--section with knots is considerable reduced due to: 
grains distortions in the viciu.ity of knots, 
stress concentrations caused by knot holes and encased knots, 
differences between the properties of the knot and the surrounding wood. 
The faet, that the failure of timher beam subjected to bending almost always occurs in the 
vicinity of knot, is the basis of a simple model of lengthwise variation of streng l h of a 
structural ti m ber. The main assumptions of weak-zones model are: 
ti m ber is compos ed of short weak zones connected by sections of clear wood 
the weak zones (knots or group of knots) are randomly distributed 
fail ure o c c urs only in the middle of the weak zones 
the strengths of the weak zones are random. 
Hence, the spatial distribution of bending strengthof timher beamis modelled by means 
of the composite random point series: random series of bending strength is assigned to 
randoml y distributed weak zones. It is assumed that both random series a re stationary . 
The bending strengthof the timher beamis characterized by length and load 
configuration effects . The load configuration used for assigning characleristic strengt h 
values is four-points load with region of constant bending moment in the middle of the 
beam. According to the standard test procedure the weakest cross-section chosen by 
subjective judgement (e.g. the cross--section with themost unfavourable knot) should be 
placed in the region of constant bending moment. In that way the characteristic value of 
